
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-639-4 CODE: (SP) 
 
DATE: 04/10/2009 
 
SUBJECT: Traffic Signal Equipment Poles 
 
Section 639, Traffic Signal Equipment Poles, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows: 
 
907-639.02--Materials.   
 
907-639.02.2--Mast Arms.  Delete the sentence in Subsection 639.02.2 on page 481 and 
substitute the following: 
 
Mast arms and mast arm extensions shall be steel meeting the requirements of Subsection 722.16 
 
907-639-02.3--Foundations.  Delete the first sentence Subsection 639.02.3 on page 481 and 
substitute the following: 
 
Cast-in-place foundations for concrete, steel, and/or aluminum shafts shall be as specified on 
plans, and shall be cast of reinforced Class “B” Concrete conforming to the requirements of 
Sections 601 and 602, unless otherwise indicated on the plans. 
 
907-639-03.1--Foundations.  Before the first paragraph of Subsection 639.03.1 on page 481, 
add the following: 
 
Pole foundations shall be constructed as per the details on the plans, these specifications, and 
Section 803 of the Standard Specifications.  Casings, if required, will be in accordance with 
Section 803 of the Standard Specifications. 
 
In the first sentence of the first paragraph of Subsection 639.03.1 on page 481, change “Section 
206” to “Section 801”. 
 
After the first paragraph of Subsection 639.03.1 on page 482, add the following: 
 
Due to the soil conditions in certain areas, the plans may indicate locations where the concrete 
shall be placed with a tremie.  When a tremie is used, it shall perform in accordance with the 
requirements in Subsection 804.03.9 of the Standard Specifications. 
 
In some instances, it may be necessary to use slip casing to keep the holes open.  Casing may be 
required in portions of the holes that are not stable.  Casings authorized by the Engineer shall be 
of suitable size and strength to accommodate the drilling equipment and to withstand ground-
pressures and removal operations without deformation of the poured shaft.  When removed, the 
casings shall revert to the Contractor for disposal. 
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907-639.04--Method of Measurement.  Delete the first and second paragraphs of Subsection 
639.04 on page 482, and substitute the following: 
 
Traffic signal equipment pole of the type specified will be measured as unit quantities per each.  
Such measurement shall include the pole, mast arms and all other incidentals necessary to 
complete the equipment pole. 
 
Traffic signal equipment pole shaft extension of the type specified will be measured as a unit 
quantity per each.  Such measurements shall include the pole attachment, shaft, and all other 
mounting attachments necessary to extend a shaft as required in the plans 
 
Pole foundations of the size specified will be measured by the cubic yard, which measurement 
shall be the area bounded by the vertical planes of the neat lines of the foundation. 
 
Slip casings of the size specified will be measured by the linear foot from the ground elevation to 
the bottom of the strata needing to be cased. 
 
Traffic signal equipment pole mast arm extension, as indicated, will be measured as a unit 
quantity per each.  Such measurements shall include the mast arm extension and all other 
mounting attachments necessary to extend the arm as indicated. 
 
907-639.05--Basis of Payment.  Delete the first paragraph of Subsection 639.05 on page 482, 
and substitute the following: 
 
Traffic signal equipment pole and traffic signal equipment pole extension of the type specified, 
measured as provided in above, will be paid for at the contract unit price per each, which price 
shall be full compensation for furnishing all materials, erecting, installing, connecting and testing 
poles, pole bases, mast arms, caps, covers, ground wire, ground rods, hardware and for all 
equipment, tools, labor and incidentals necessary to complete the equipment pole. 
 
Pole foundations, measured as prescribed above, will be paid for at the contract unit price per 
cubic yard, which price shall include full compensation for structure excavation, reinforcing 
steel, anchor bolts; for placing, curing, and installing concrete; for replacing sod and final clean-
up; and for all equipment, labor, tools and incidentals necessary to complete the foundation. 
 
Slip casings, measured as prescribed above, will be paid for at the contract price per linear foot, 
which price shall be full compensation for all materials, tools, equipment, labor, and incidentals 
necessary to complete to work. 
 
Traffic signal equipment pole mast arm extension, measured as provided above, will be paid for 
at the contract unit price per each, which price shall be full compensation for furnishing all 
materials, for installing the mast arm extension and for all equipment, tools, labor, and 
incidentals necessary to complete the work. 
 
Delete the list of pay items on page 482, and substitute the following:. 
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907-639-A: Traffic Signal Equipment Pole, Type ____ - per each 
 
907-639-B: Traffic Signal Equipment Pole Shaft Extension, Description - per each 
 
907-639-C: Pole Foundations, ____ Diameter - per cubic yard 
 
907-639-D: Slip Casing, ____ Diameter - per linear foot 
 
907-639-G: Traffic Signal Equipment Pole Mast Arm Extension * - per each 
 
 * Additional information may be indicated 
 


